
F3-210104-00

F3-APS ID BEAMLINE FILTER
BRAZING ASSEMBLY

FLANGE
2-3/4" ROTATABLE

1:1

1 1 C

.030 [.762]

.010 [.254]

.005 [.127]

.25

125

MDC No. 100008 (BLANK)
304 STAINLESS STEEL

D. NAY 01/20/99

F. CARRERA 4/22/99

F. CARRERA 10/27/98

F. CARRERA 4/22/99

D. SHU 6/15/99

T.M. KUZAY 6/22/99

C 1=1 1

(Ø2.730 [69.34])

A

A

SECTION A-A

Ø1.250 [31.75] –.002

SOURCE:
MDC VACUUM PRODUCTS CORP.
23842 CABOT BLVD.
HAYWARD, CA  94545-1651
PHONE: (800)-443-8817
FAX:   (910)-383-2023

1.  MAKE FROM MDC VACUUM COMPONENTS, #100008 OR EQUAL.

(.500 [12.70])

DO NOT DAMAGE "KNIFE EDGE".

SUGGESTED

REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
3.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

4.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

ANL DOCUMENT #410201-00095.

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
2.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,

NOTES:

(6X Ø.265 [6.73] THRU)

FLATS

1.24 [31.50]

2.48 [63.00]

STERLING

Ø1.490 [37.85]

Ø1.370 [34.80]

.06 [1.52]

R .02 [.51] MAX.
2X

5.  REF F1 FILTER

F3210104-00


